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Na życzenie bezpłatne Świadectwo Jakości określające klasę czujnika lub odpłatne Świadectwo Wzorcowania Akredytowanego Laboratorium Pomiarów Temperatur 

SENSOR

Limatherm Sensor Sp. z o.o. 
ul. Skrudlak 1, 34-600 Limanowa
www.limathermsensor.pl

tel.        (+48 18) 330 10 00 
fax.       (+48 18) 330 10 04
e-mail     info@limathermsensor.pl                   

Replaceable measuring inserts for temperature sensors  WDJ, WDK

Ordering example WDK/14–1035–2

Measuring range / sensing element  

(-40 ÷ 750) ºC   
(-40 ÷ 1200) ºC  

J
K

class 2
class 2

Sheath

– mullite 610 ceramics: ø8,5, thermocouple wire ø2 mm - KA
– mullite 610 ceramics: 12x9, thermocouple wire ø3 mm - KA, KB
– mullite 610 ceramics: ø14, thermocouple wire ø3 mm - KA, KB
– length: Lw [mm]: 300÷3035

Options

– double execution, diameter [mm]: ø8,5; ø14
– thermocouple J, K: class 1

Ordering code  Measuring insert ... WD ... ... ... ... ...

Single
Double

no sign
2

Thermocouple Fe-CuNi
Thermocouple NiCr-NiAl

J
K

Thermowell dimensions [mm] 8,5; 12; 14

Insert length Lw [mm] 1020*

Thermocouple class 1, 2

Without mounting block
With mounting block for A terminal
With mounting block for B terminal

no sign
KA
KB

* or others acc. to requirements

/       –        –       –

Thermocouple
Class 1 Class 2

Range [°C] Tolerance [°C] Range [°C] Tolerance [°C]

J
Fe-CuNi

 (-40÷375)
 (375÷750)

±1,5
±0,004 |t|

 (-40÷333)
 (333÷750)

±2,5
±0,0075 |t|

K
NiCr-NiAl

 (-40÷375)
 (375÷1000)

±1,5
±0,004 |t|

from 
(-40÷333)

 (333÷1200)

±2,5
±0,0075 |t|

Tolerance for thermocouples class acc to. PN-EN 60584


